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LKW Reifen DE-minimis 
Förderungsliste

Gültig ab 22. Januar 2018

8.25R15 HN230+ M+S TT Set 143/141G (141/140J) C C 73 CAT-2 100% 30% **

10.00R15 HN230+ M+S TT Set 148/145G (146/144J C C 73 CAT-2 100% 30% **

7.50R16 HN08 M+S  TT Set 122/118L E C 71 CAT-2 100% 0% **

8.25R16 HN08 M+S  TT Set 126/122L E C 71 CAT-2 100% 0% **

9.5R17.5 ASR24 M+S TL 129/127M D C 73 CAT-2 100% 0% **
9.5R17.5 ADR35 M+S  TL 129/127M E C 73 CAT-1 - 30%

205/75R17.5 ASR35 M+S  TL 124/122M D C 71 CAT-1 100% 30%
205/75R17.5 ADR35 M+S  TL 124/122M E C 73 CAT-1 - 30%

215/75R17.5 ASR35 M+S  TL 127/124M D C 71 CAT-1 100% 30%
215/75R17.5 ADR35 M+S  TL 127/124M E C 73 CAT-1 - 30%
215/75R17.5 ATL35 M+S  TL 135/133J D D 73 CAT-2 100% 0%
215/75R17.5 AGC28 M+S  TL 135/133J E C 73 CAT-2 100% 0%

225/75R17.5 ASR35 M+S  TL 129/127M D C 71 CAT-1 100% 30%
225/75R17.5 ADR35 M+S  TL 129/127M E C 73 CAT-1 - 30%

235/75R17.5 ASR35 M+S  TL 132/129M D C 71 CAT-1 100% 30%
235/75R17.5 ADR35 M+S  TL 132/129M E C 73 CAT-1 - 30%
235/75R17.5 ATL35 M+S  TL 143/141J (144/144F) D D 73 CAT-2 100% 0%
235/75R17.5 AGC28 M+S  TL 143/141J (144/144F) E C 73 CAT-2 100% 0%

245/70R17.5 ASR35 M+S  TL 136/134M D C 71 CAT-1 100% 30%
245/70R17.5 ADR35 M+S  TL 136/134M E C 73 CAT-1 - 30%
245/70R17.5 ATR65 M+S  TL 143/141J (146/146F) C C 73 CAT-2 100% 30% **
245/70R17.5 AGC28 M+S  TL 143/141J (144/144F) E C 73 CAT-2 100% 0%

245/70R19.5 HN366+ M+S TL 136/134M (136/135J) E C 76 CAT-2 - 0%
245/70R19.5 HN828+ M+S TL 141/140J D C 76 CAT-3 100% 0% **

265/70R19.5 HN257 M+S  TL 140/138M D C 73 CAT-2 100% 0% **
265/70R19.5 HN355 M+S  TL 140/138M D C 73 CAT-1 - 30%
265/70R19.5 ATR65 M+S  TL 143/141J C C 73 CAT-2 100% 30% **
265/70R19.5 AGC28 M+S  TL 143/141J E C 73 CAT-2 100% 0%

285/70R19.5 HN257 M+S  TL 144/142M (145/143L) D C 73 CAT-2 100% 0% **
285/70R19.5 ADR35 M+S  TL 144/142M (145/143L) E C 73 CAT-1 - 30%
285/70R19.5 NEO Allroads D M+S  TL 145/143M (146/144L) C C 73 CAT-1 - 60%
285/70R19.5 ATR65 M+S  TL 150/147J C C 73 CAT-2 100% 30% **
285/70R19.5 NEO Allroads T+ M+S  TL 150/148J C C 71 CAT-2 100% 30% **

385/55R19.5 ATR65 M+S  TL 156J C C 73 CAT-2 100% 30% **

435/50R19.5 HN829 M+S TL 160J D C 73 CAT-2 100% 0% **
435/50R19.5 NEO Fuel T+ M+S TL 160J C D 72 CAT-2 100% 30% **

445/45R19.5 HN829 M+S TL 160J D C 73 CAT-2 100% 0% **

8.25R20 HN08 M+S  TT Set 136/134K E C 71 CAT-2 100% 0% **

9.00R20 HN08 M+S  TT Set 144/142K D C 71 CAT-2 100% 0% **

10.00R20 HN08 M+S  TT Set 146/143K D C 71 CAT-2 100% 0% **

11.00R20 HN08 M+S  TT Set 149/145K D C 71 CAT-2 100% 0% **

12.00R20 HN08 M+S  TT Set 154/149K D C 71 CAT-2 100% 0% **
12.00R20 ADC53 M+S  TT Set 154/151K E C 73 CAT-1 - 30%

9R22.5 ASL06 M+S TL 136/134M E B 73 CAT-2 100% 0% **

10R22.5 HN257 M+S  TL 144/142M C C 73 CAT-2 100% 30% **
10R22.5 HN355 M+S  TL 144/142M D C 73 CAT-1 - 30%

11R22.5 HN257 M+S  TL 146/143M D C 73 CAT-2 100% 0% **
11R22.5 HN08 M+S  TL 146/143L D C 71 CAT-2 100% 0% **
11R22.5 ADC53 M+S  TL 146/143L E B 73 CAT-1 - 30%
11R22.5 AGB20+ M+S  TL 148/145J (151/148E) D C 73 CAT-2 100% 0%

12R22.5 HN257 M+S  TL 152/149M D C 73 CAT-2 100% 0% **
12R22.5 HN08 M+S  TL 152/149L C C 71 CAT-2 100% 30% **
12R22.5 HN355 M+S  TL 152/149M D C 73 CAT-1 - 30%
12R22.5 ADC53 M+S  TL 152/149L D C 71 CAT-1 - 30%
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** = Förderung unter 1.3 möglich wenn:
 • Mit nur der M+S Kennung und Produktionsdatum bis zum 31.12.2017 ( nicht 2018) 100% förderungsfähig
 • Mit 3PMSF Kennung 100% förderungsfähig

13R22.5 AGC51 M+S  TL 154/151L (156/150K) D C 73 CAT-2 100% 0% **
13R22.5 HN253 M+S TL 154/151L (156/150K) D C 71 CAT-2 100% 0% **
13R22.5 HN352 M+S  TL 154/151K (156/150G) D B 73 CAT-1 - 30%
13R22.5 ADC53 M+S  TL 154/151K (156/150G) D C 73 CAT-1 - 30%
13R22.5 HN10 M+S TL 154/151G (156/150F) E C 76 CAT-3 - 0%

255/70R22.5 HN257 M+S  TL 140/137M (140/140L) D C 73 CAT-2 100% 0% **
255/70R22.5 HN355 M+S  TL 140/137M (140/140L) D C 73 CAT-1 - 30%

275/70R22.5 HN257 M+S  TL 148/145M C C 73 CAT-2 100% 30% **
275/70R22.5 HN355 M+S  TL 148/145M D C 73 CAT-1 - 30%
275/70R22.5 AGC28 M+S  TL 148/145L E C 73 CAT-2 100% 0%
275/70R22.5 AGB20 M+S  TL 148/145J (152/148E) D C 73 CAT-2 100% 0%

275/80R22.5 HN267 M+S TL 149/146L (148/145M) D C 76 CAT-3 100% 0% **
275/80R22.5 HN306 M+S TL 149/146L (148/145M) D C 76 CAT-3 - 0%

295/60R22.5 NEO Fuel S M+S  TL 149/146L (150/147K) C D 72 CAT-2 100% 30% **
295/60R22.5 NEO Fuel D M+S  TL 149/146L (150/147K) D D 74 CAT-1 - 30%
295/60R22.5 HN257 M+S  TL 149/146L (150/147K) D C 73 CAT-2 100% 0% **
295/60R22.5 HN355 M+S  TL 149/146L (150/147K) D C 73 CAT-1 - 30%
295/60R22.5 ADL67 M+S  TL 149/146L (150/147K) E C 73 CAT-1 - 30%

295/80R22.5 NEO Fuel S HL M+S  TL 154/149M B B 72 CAT-2 100% 40% **
295/80R22.5 NEO Fuel D M+S  TL 152/148M D B 74 CAT-1 - 30%
295/80R22.5 ASR69 HL M+S  TL 154/149M D C 71 CAT-2 100% 0% **
295/80R22.5 ADR69 M+S  TL 152/148M E C 74 CAT-2 - 0%
295/80R22.5 AGB20 M+S  TL 152/148J (154/150E) D C 73 CAT-2 100% 0%
295/80R22.5 NEO Winter S HL M+S  TL 154/149M D C 74 CAT-2 100% 0%
295/80R22.5 ADW80 M+S  TL 152/148M F C 73 CAT-1 - 30%

305/70R22.5 AGB22 M+S TL 152/150L D E 73 CAT-2 100% 0% **

315/60R22.5 HN227 M+S TL 152/148L D C 73 CAT-2 100% 0% **
315/60R22.5 ADL67 M+S  TL 152/148L E C 73 CAT-1 - 30%

315/70R22.5 NEO Allroads S HL M+S  TL 156/150L (154/150M) B B 73 CAT-2 100% 40% **
315/70R22.5 NEO Allroads D+ M+S  TL 152/148M (154/150L) D B 73 CAT-1 - 30%
315/70R22.5 NEO Fuel S HL M+S  TL 156/150L (154/150M) B B 72 CAT-2 100% 40% **
315/70R22.5 NEO Fuel D M+S  TL 152/148M (154/150L) C B 74 CAT-1 - 60%
315/70R22.5 ASR69 HL M+S  TL 156/150L (154/150M) D C 72 CAT-2 100% 0% **
315/70R22.5 ADR69 M+S  TL 152/148M (154/150L) D C 74 CAT-2 - 0%
315/70R22.5 ADL67 M+S  TL 152/148M (154/150L) C C 73 CAT-1 - 60%
315/70R22.5 ASW80 M+S  TL 152/148M (154/150L) D C 73 CAT-2 100% 0%
315/70R22.5 ADW80 M+S  TL 152/148M (154/150L) F C 73 CAT-1 - 30%

315/80R22.5 NEO Fuel S HL M+S  TL 158/150L (154/150M) B B 72 CAT-2 100% 40% **
315/80R22.5 NEO Fuel D M+S  TL 154/150M (156/150L) C B 74 CAT-1 - 60%
315/80R22.5 ASR69 HL M+S  TL 158/150L (154/150M) C C 72 CAT-2 100% 30% **
315/80R22.5 ADR69 M+S  TL 154/150M (156/150L) D C 74 CAT-2 - 0%
315/80R22.5 ADL67 M+S  TL 154/150M (156/150L) D C 73 CAT-1 30%
315/80R22.5 AGC51 M+S  TL 154/150L (156/150K) C C 73 CAT-2 100% 30% **
315/80R22.5 HN08 M+S  TL 154/150L (156/150K) C C 71 CAT-2 100% 30% **
315/80R22.5 ADC53 M+S  TL 154/150M (156/150L) C C 73 CAT-1 - 60%
315/80R22.5 HN352 M+S  TL 156/150K D B 72 CAT-1 - 30%
315/80R22.5 ASW80 M+S  TL 154/150M (156/150L) D C 73 CAT-2 100% 0%
315/80R22.5 ADW80 M+S  TL 154/150M (156/150L) F C 73 CAT-1 - 30%

385/55R22.5 ATR65 M+S  TL 160J (158L) C C 73 CAT-2 100% 30% **
385/55R22.5 AGC28 M+S  TL 160K (158L) C C 73 CAT-1 100% 60%
385/55R22.5 ASW80 M+S  TL 160K (158L) D C 73 CAT-2 100% 0%

385/65R22.5 NEO Allroads T+ M+S  TL 160K (158L) B C 73 CAT-2 100% 40% **
385/65R22.5 NEO Allroads S+ M+S  TL 164K (158L) B A 73 CAT-2 100% 40% **
385/65R22.5 ATR65 M+S  TL 160K (158L) B C 73 CAT-2 100% 40% **
385/65R22.5 ATR65+ HL M+S  TL 164K (158L) B C 73 CAT-2 100% 40% **
385/65R22.5 AGC28 M+S  TL 160K (158L) C C 73 CAT-1 100% 60%
385/65R22.5 HN207 HL M+S TL 164K (158L) C C 72 CAT-2 100% 30% **
385/65R22.5 HN809 M+S TL 160K (158L) C C 72 CAT-2 100% 30% **
385/65R22.5 ASW80 M+S  TL 160K (158L) D C 73 CAT-2 100% 0%

425/65R22.5 NEO Allroads T+ M+S  TL 165K C C 71 CAT-2 100% 30% **
425/65R22.5 ATR65 M+S  TL 165K B C 73 CAT-2 100% 40% **
425/65R22.5 AGC28 M+S  TL 165K C C 73 CAT-1 100% 60%

445/65R22.5 NEO Allroads T+ M+S  TL 169 K C C 71 CAT-2 100% 30% **
445/65R22.5 ATR65 M+S  TL 169 K B C 73 CAT-2 100% 40% **
445/65R22.5 AGC28 M+S  TL 169 K C C 73 CAT-1 100% 60%

12.00R24 AGC51 M+S  TT Set 160/157K D C 73 CAT-2 100% 0% **
12.00R24 HN08 M+S  TT Set 160/157K C C 71 CAT-2 100% 30% **
12.00R24 ADC53 M+S  TT Set 160/157K E C 73 CAT-2 - 0%

T +49 (0)322 210 90 476   F +31 (0)523 850 855  www.aeolus-tyres.de

Größe Profil M+S Type L/S Index
Rollwider- 
stand

Nass- 
haftung

Rollge-
räusch 
(dB)

Schall-
welle

Förderung
nach 1.3

Förderung
nach 1.9

Bemer-
kung


